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Alfa Pro

Remote Lock Key

Remote Lock Key

SPECIFICATIONS

Lead Acid / Lithium ion     28AH / 32AH / 43AH / 30AH
Operating Voltage              60Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Drum Brake
Rear                                     Drum Brake

Front                                    3.00/10, 3.00/12
Rear                                     3.00/10, 3.00/12

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   60-70KM / 100-110 KM
Charging Time                 7-8 Hour/4-5 Lithium ion

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

RANGE/SPEED

BRAKES

CHASSIS

SPECIFICATIONS

Lead Acid / Lithium ion     28AH / 32AH / 43AH / 30AH
Operating Voltage              60Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Drum Brake
Rear                                     Drum Brake

Front                                    3.00/10, 3.00/12
Rear                                     3.00/10, 3.00/12

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                 70-75 KM / 100-110 KM
Charging Time                 7-8 Hour/4-5 Lithium ion

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

RANGE/SPEED

BRAKES

CHASSIS

Remote Lock Key

Lead Acid     28AH / 32AH
Operating Voltage              48Volt/60Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Drum Brake
Rear                                     Drum Brake

Front                                    3.00/10,  3.00/12
Rear                                     3.00/10,  3.00/12

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   50-55KM
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES

SPECIFICATIONS

xL
SPECIFICATIONS

Lead Acid                             32AH
Operating Voltage              72 Volt
Charger Input Voltage       AC 230V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250W
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    90/90/12
Rear                                     90/90/12

BATTERY

MOTOR

TYRE SIZE

Hydrolic Suspension        Front/Rear
SUSPENSION

Type                                    High Rigid Tubular Frame
CHASSIS

Single Charge                  70/80 KM
Charging Time                 7-8  Hour

RANGE/SPEED

Front                                    Disc Brake
Rear                                     Drum  Brake

BRAKES

SPECIFICATIONS

Lead Acid                             32AH
Operating Voltage              72 Volt
Charger Input Voltage       AC 230V 50HZ
Function                              Auto Cut off

Motor Type                         BLDC
Construction                      Permanent Magnet
Motor Power                      250W
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    90/90/12
Rear                                     90/90/12

Single Charge                   60-75 KM
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

Hydrolic Suspension        Front/Rear
SUSPENSION

Type                                    High Rigid Tubular Frame
CHASSIS

RANGE/SPEED

Front                                    Disc Brake
Rear                                     Disc Brake

BRAKES



1
E-BOAT

SPECIFICATIONSSPECIFICATIONS

BATTERY

MOTOR

BRAKES

Lead Acid             28AH / 32AH
Operating Voltage              48Volt / 60 Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Drum Brake
Rear                                     Drum Brake

Front                                    3.00/10
Rear                                     3.00/10

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                  50-55KM 

Charging Time                 7-8 Hour /

          4-5 Lithium ion

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

Remote Lock Key

Alfa Lite
Lead Acid / Lithium ion    28AH /32AH/30AH
Operating Voltage              60Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless                
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Disc Brake
Rear                                     Drum Brake

Front                                    3.00/10
Rear                                     3.00/10

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   50-55KM / 70-75KM
Charging Time                  7-8  Hour
            

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES

SPECIFICATIONS

Lead Acid    28AH /30AH
Operating Voltage              60Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         BLDC      
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Drum Brake
Rear                                     Drum Brake

Front                                    3.00/10
Rear                                     3.00/10

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   50-70 KM
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES

SPECIFICATIONS

Lead Acid / Lithium ion  43 AH / 30AH
Operating Voltage              72 Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         Brushless
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Disc Brake
Rear                                     Disc Brake

Front                                    90/90/12
Rear                                     90/90/12

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular 
             Frame

Single Charge                   70-75KM /
             90 -100 Km
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES

SPECIFICATIONS

Lead Acid / Lithium ion  28AH / 32AH / 30AH
Operating Voltage              60 Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         BLDC
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Disc Brake
Rear                                     Drum Brake

Front                                    3.00/10
Rear                                     3.00/10

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   55 - 60 Km
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES

SPECIFICATIONS

Lead Acid / Lithium ion  28AH / 32AH / 30AH
Operating Voltage              60 Volt
Charger Input Voltage       AC 110-220V 50HZ
Function                              Auto Cut off

Motor Type                         BLDC
Construction                      Permanent Magnet
Motor Power                      250 Watt
Water proof                        IP65 Water proof  
Axle Configuration            Double

Front                                    Disc Brake
Rear                                     Drum Brake

Front                                    3.00/10
Rear                                     3.00/10

Hydrolic Suspension        Front/Rear

Type                                    High Rigid Tubular Frame

Single Charge                   55 - 60 Km
Charging Time                  7-8  Hour

BATTERY

MOTOR

TYRE SIZE

SUSPENSION

CHASSIS

RANGE/SPEED

BRAKES


